
SENTRY SHOWER FILTER SYSTEM 
Filter Replacement Instructions 

 

 

Sentry Shower Replacement Filter Contents (P/N: CP-SF-FR): 
A) ToxyGuard Filter 

 

Tools Needed (Not Included): 
• Wrench included with the Sentry Shower Filter System 

 
 
 

Verify you have the necessary components listed above before starting installation. 
 

Scan QR Code to watch installation video or visit SentryH2O.com 
Please note this video shows the entire system installation process;  
please refer to the written instructions below for filter replacement steps only. 
 

STEP 1: Ensure the water source is OFF. 
 

STEP 2: Using the black wrench provided with your Sentry Shower Filter System, carefully untwist the 
Shower Filter Housing from the lid. Dispose of the water and used filter. 

 

STEP 3: Unwrap the filter and place into the housing. Then twist the housing back onto the lid, 
ensuring that the gasket remains snuggly in the housing gasket channel. If the gasket falls 
out due to upside-down position, use the provided thick lubricant to secure the gasket in 
place before twisting the housing back onto the lid. Tighten closed by hand.  
 

For optimal fit and performance, the system may be positioned upright or twisted up to 60 
degrees in either direction as pictured below. If necessary, the system may be installed in 
any secure orientation.    

 
 

 
 
 
 
 
 
 

STEP 4: Turn on the water and check for leaks. Continue to run the water for 5 minutes to purge the 
system of excess filtration media dust. 

 

STEP 5: Set a reminder to replace your shower filter as needed:  
    • One 10-minute shower per day = Annual filter replacement 

     • 2+ showers per day = Semi-annual filter replacement 
 

Questions? We’re happy to help! Please contact us at the email or phone number below. 

 


